4" [102mm)]

2.25" [57mm]

6" [152mm)]

1/2"=13UNC
28mm thread depth

BRASS INSERT SECURED
W/ PORTLAND CEMENT

TECHICAL REQIREMENTS

e b S ol

CANTILEVER STRENGTH: 3754 [1.7KN]
TENSILE STRENGTH: 20004 [9KN]
COMPRESSION STRENGTH: 20000# [89.5KN]
NEMA. VOLTAGE RATING: 15KV

MINIMUM CREPAGE DISTANCE: 12.375" [314mm]
IMPULSE WITHSTAND: 110KV BIL

GLAZE: ANSI 70 LIGHT GREY

APPLICABLE STANDARD: ANSI C29.10-1988%
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EGER PRODUCTS, INC.

REVISIONE:

FROFRIETARY AND CONFIDENTIAL
THEMFORKATION C OHT ATHED IH THIZ
DEAWIEIE THES OLEPROPERTY OF
ECER FRODUCTS, IHC .. AHY
REPRODUCTION DY PART OF A5 A WHOLE
WITHOUT THEWEITTEN PERMISSICH OF
EGER PROCTICTS IHC. 12

PROHEITED.

CATE: 37172014

IC LSTOMER:

SCALE: NTS

FART #:70215

DAV BY: E. GREEM

DWG. #: PORCELAIN STANDOFF INSULATOR

APPROWED BY:
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